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Detecting Gas Saving Lives

(Gas-Pro

Professional
Multi-Gas
Vlonitor

Up to 5 sensors
Powerful

Pump ready



Professional Multi-Gas
Monitor with Optional Pump

Designed with industrial environments and fleet managers in mind,
Gas-Pro offers detection of up to 5 gases in a compact and rugged
solution capable of withstanding harsh environments and everyday
use. Gas-Pro has an easy-to-read top mount display combining
ease of use with user-focused features. An optional internal pump, ‘ 4
activated with the flow plate, takes the pain out of pre-entry testing
and allows Gas-Pro to be worn either in pumped or diffusion modes.

=

Gas-Pro is compatible with a wide range of sensor options including an Infrared (IR) sensor for detection

of flammable gasses and CO2 with guaranteed fast response, very low maintenance requirements, long
lifespan and fail-safe operation. In addition Gas-Pro is also available with a PID sensor for detection of a wide
range of VOCs perfect for the chemical industry especially if working with tanks containing solvents.

User-friendly

Top mount display Makes it easy to read at a glance
Simple single button operation Can be used while wearing gloves
Intuitive functionality Reduces training time

TWA Resume This innovative feature ensures toxic gas exposure is
calculated accurately over an entire shift, even if Gas-Pro is
switched off for a break or during travel to another site

Adaptable

Monitor 5 gases from many different options

Pumped and diffusion solutions Offers multiple uses within one compact detector

Multiple languages

IR/PID options Further protecting against a number of explosive gases and compounds

Automatic fail-safe flow plate recognition
Takes away the pain of pre-entry testing

Specific and unique Pre-Entry Check (PEC) mode

Reliable

Reliable lithium-ion battery Provides over 14 hours use from a 7.5 hour charge
nd dust resistant to IP65 and IP67 Capable of withstanding harsh environments

Bump and calibration reminders Helps ensure full compliance at all times




Gases and ranges

Gas

*In-field pellistor programmable gasses

Range
0-100ppm
0-5% vol.
0-2000ppm
0-500ppm
0-2000ppm
0-5ppm

H2S 0-100ppm
CO 0-500ppm

0-100% LEL
0-100% LEL
0-100ppm
0-20ppm
0-25% vol
0-1ppm
0-20ppm
0-1ppm
0-100ppm
0-30 ppm
0-100% LEL
0-100% LEL
0-100% LEL
0-100% LEL
0-100% LEL

‘ Typical alarms
25ppm
0.5% vol.
30ppm
30ppm
30ppm
0.5ppm

5ppm
30ppm

20% LEL
20% LEL
5ppm
Tppm
19.5% / 23.5% vol.
0.Tppm
Tppm
0.7ppm
25ppm
10ppm
20% LEL
20% LEL
20% LEL
20% LEL
20% LEL

Resolution
Tppm
0.01% vol.
Tppm
Tppm
Tppm
0.1ppm
Tppm
Tppm
1% LEL
1% LEL
Tppm
0.5ppm
0.1% vol
0.01ppm
0.1ppm
0.1ppm
Tppm
0.1ppm
1% LEL
1% LEL
1% LEL
1% LEL
1% LEL

More gas types will be available - contact Crowcon with your requests.



Specification
Size

Weight

Alarms

Display
Data Logging
Event Logging
Battery

Sampling

Operating temperature
Storage

Humidity

Ingress protection

Approvals

Compliance
Interface

Charging

Crowcon Connect
compatible?

* Sensors humidity range varies by sensor type, consult Crowcon for further details.
** Toxic and Oxygen sensors are not rated for continuous operation at high temperatures.
Consult Crowcon if operating temperatures are likely to exceed 40°C (104°F) for extended periods.
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